
Variable  
speed pump



SMART AND USER-FRIENDLY  
CONTROL PANEL

DISTINCTION 
VARIABLE SPEED PUMP 

FEATURES

Powerful self-priming 
Up to 3.5 m above water level

 
Universal fittings 
Compatible with imperial and 
metric standards

 
IPX5 waterproof rating

 
Basket capacity: 2 L

Speed 
Display

Menu /  
Setting

Preset 
Speed

On / Off

PRODUCTIVE AND RELIABLE

Power cable compatible with 120V / 240V

Efficient noise reduction system

Simple, hassle-free installation 

Designed to deliver optimal performance, the variable speed pump combines  
a powerful motor with a refined design. It can reach up to 86% efficiency,  
significantly exceeding typical industry standards.
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PRODUCT DIMENSIONS

Model Voltage  
Range

Connection 
Size (in) Weight (kg) Max Input 

Power (kW) Power RPM

FPP-SPV125 120V-240V, 
50Hz/60Hz

1.5” Ø interior
2.0” Ø exterior 18 1.10 1.25 hp 800-3400

FFP-SPV165 120V-240V, 
50Hz/60Hz

1.5” Ø interior
2.0” Ø exterior 18 1.50 1.65 hp 800-3400

TECHNICAL INFORMATION 

Model: SPV125 Model: SPV165 
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